
Dimensions

A(mm) B(mm) C(mm) D(mm) E(mm) F(mm) G(mm) H(mm) Weight(kg

)
capacity (lt)

Vertical:

295 800 850 1020 - - - - - 100

450 800 1150 1320 - - - - - 140

500 800 1240 1410 - - - - - 150

575 1000 1070 1240 - - - - - 170

750 1000 1240 1410 - - - - - 180

850 1000 1340 1510 200

1000 1000 1500 1660 - - - - - 220

Orizontal:

575 800 1280 1070 - 900 170 460 570 160

1000 1000 1450 1310 - 1130 180 460 570 220

Dimensions
A(mm) B(mm) C(mm) D(mm) E(mm) F(mm) G(mm) H(mm) Weight(kg

)capacity (lt)

Vertical:

1000 1000 1600 1760 - - - - - 260

Orizontal

1000 800 2250 1290 270 1140 150 450 120 260

1750 1000 2500 1400 140 1200 180 1360 630 410

1860 1000 2550 1600 140 1200 180 1360 630 415

2000 1200 2100 1800 140 1400 180 860 675 480

3000 1200 2800 1600 140 1400 180 1400 675 630

5000 1200 4800 1600 140 1430 180 3200 675 1040

Spherical:

1000 1200 1390 1560 - - - - - 240

DIMENSIONS AND WEIGHT FOR ABOVEGROUND TANKS
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Dimensions

A(mm) B(mm) C(mm) D(mm) E(mm) F(mm) G(mm) H(mm) Weight(kg
capacity (lt)

Vertical:

295 800 850 1220 - - - - - 200

450 800 1150 1530 - - - - - 240

500 800 1240 1600 - - - - - 250

575 1000 1070 1410 - - - - - 395

750 1000 1240 1520 - - - - - 410

1000 1000 1500 1850 - - - - - 450

Orizontal:

575 800 1280 1350 - 900 450 460 570 360

1000 1000 1450 1580 - 1130 450 460 570 440

Dimensions

A(mm) B(mm) C(mm) D(mm) E(mm) F(mm) G(mm) H(mm) Weight(kg

)
capacity (lt)

Vertical:

1000 1000 1600 1950 - - - - - 485

1650 1200 1800 2110 - - - - - 830

2250 1200 2350 2700 - - - - - 980

Orizontal:

1000 800 2250 1480 270 1140 340 450 120 560

1750 1000 2500 1600 140 1200 400 1360 630 810

1860 1000 2550 1600 140 1200 400 1360 630 815

2000 1200 2100 1800 140 1400 400 860 680 900

3000 1200 2800 1800 140 1400 400 1400 680 630

5000 1200 4800 1800 140 1430 370 3200 680 1040

Spherical:

1000 1200 1390 1750 - - - - - 540
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DIMENSIONS AND WEIGHT FOR UNDERGROUND TANKS
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